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1
SYSTEMS AND METHODS FOR REMOVING
PARTICULATE MATTER FROM A GAS
STREAM

CROSS-REFERENCE TO RELATED
APPLICATION

This patent application claims priority to U.S. patent appli-
cation Ser. No. 13/829,449, filed Mar. 14, 2013, which claims
priority to provisional patent application No. 61/691,649,
filed Aug. 21, 2012, both entitled “SYSTEMS AND METH-
ODS FOR REMOVING PARTICULATE MATTER FROM
A GAS STREAM?”, both of which are incorporated herein by
reference in their entirety.

BACKGROUND

The United States Environmental Protection Agency
(“EPA”) regulates particulate matter air pollution in the
United States. More specifically, the EPA sets air quality
standards regarding two size categories of particulate matter,
PM10 and PM2.5 (40 CFR §§50.6 and 50.7). Compliance
with these (and other) EPA air quality standards may require
removal of at least some PM10 and/or PM2.5 particulate
matter from a gas stream.

SUMMARY OF THE DISCLOSURE

Broadly, the present disclosure relates to horizontal par-
ticulate matter scrubbers for removing particulate matter
from gases, and systems and methods relating to the same.
The scrubbers are generally substantially free of flow deflec-
tion members between a liquid inlet manifold and a demister
downstream of the liquid inlet manifold.

In one aspect, a horizontal duct scrubbing system for
removing particulate matter from a gas stream includes a
horizontally disposed housing, a liquid inlet manifold dis-
posed within the horizontally disposed housing, and a demis-
ter disposed within the housing, where the horizontally dis-
posed housing is substantially free of flow deflection
members between the liquid inlet manifold and the demister.
The housing includes a waste gas inlet for receiving a par-
ticulate-containing gas stream and a treated gas outlet for
discharging a treated gas stream. The demister may be located
proximal the treated gas outlet.

The liquid inlet manifold may include a plurality of nozzles
oriented to spray liquid droplets co-current to the flow of a
particulate-containing gas stream flowing through the hori-
zontally disposed housing. In this regard, the liquid inlet
manifold is adapted to supply a liquid to the plurality of
nozzles, and each of the plurality of nozzles are adapted to
produce liquid droplets from the liquid, where the produced
liquid droplets have a volume median droplet diameter
(DVO0.5) of from 240 microns to 600 microns.

In one embodiment, the incoming particulate-containing
gas stream has a concentration of at least 0.7 mg/m> of PM1.0
particulate matter as it enters the waste gas inlet. In one
embodiment, the incoming particulate-containing gas stream
has a concentration of at least 0.3 mg/m> of PM2.5 particulate
matter as it enters the waste gas inlet. Due to, at least in part,
the liquid droplet sizes, the scrubbers may be able to achieve
at least 50 wt. % removal of PM10 and/or PM2.5 particulate
matter from the particulate-containing gas stream, as
described in further detail below. The scrubbers may also
achieve low pressure drop and/or low L/G values, among
others, as described below.
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Similarly, methods of removing PM10 and/or PM2.5 par-
ticulate matter from a particulate-containing gas stream are
disclosed. In one approach, a method includes the steps of (i)
directing a particulate-containing gas stream into a horizon-
tally disposed housing via a waste gas inlet, (ii) passing the
gas stream through a substantially unrestricted particulate-
liquid contacting zone of the housing (described below), (iii)
supplying a liquid to the plurality of nozzles via the liquid
inlet manifold, thereby spraying liquid droplets through the
substantially unrestricted particulate-liquid contacting zone
and co-current to the flow of the gas stream, wherein the
liquid droplets have a volume median droplet diameter of
from 240 microns to 600 microns, and (iv) contacting at least
some of the particulate matter with at least some of the liquid
droplets, thereby removing at least 50 wt. % of the PM10
and/or PM2.5 particulate matter from the gas stream. In one
embodiment, the incoming particulate-containing gas stream
has a concentration of at least 0.7 mg/m3 of PM10 particulate
matter as it enters the waste gas inlet. In one embodiment, the
incoming particulate-containing gas stream has a concentra-
tion of at least 0.3 mg/m3 of PM2.5 particulate matter as it
enters the waste gas inlet. The methods may also achieve low
pressure drop and/or low L/G values, among others, as
described below. The horizontally disposed housing may
include the waste gas inlet at one end, a treated gas outlet at an
opposite end, a liquid inlet manifold proximal the waste gas
inlet, the liquid inlet manifold comprising a plurality of
nozzles, wherein the nozzles are oriented to spray liquid
droplets co-current to the gas stream, and a demister proximal
the treated gas outlet, wherein the horizontally disposed hous-
ing is substantially free of flow deflection members between
the liquid inlet manifold and the demister, thereby defining a
substantially unrestricted particulate-liquid contacting zone
between the liquid inlet manifold and the demister,

These and other aspects and advantages, and novel features
of' this new technology are set forth in part in the description
that follows and will become apparent to those skilled in the
artupon examination of the following description and figures,
or may be learned by practicing one or more embodiments of
the technology provided for by the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic view of one embodiment of a hori-
zontal particulate matter scrubbing system.

FIG. 2 is a partial cut-away view of the horizontal particu-
late matter scrubbing system of FIG. 1 as viewed looking
down the housing toward the gas inlet.

FIG. 3 is a schematic illustration of one embodiment of an
in-duct horizontal particulate matter scrubbing system.

FIG. 4 is chart illustrating various data of the Example.

DETAILED DESCRIPTION

Reference will now be made in detail to the accompanying
drawings, which at least assist in illustrating various pertinent
embodiments of the new technology provided for by the
present disclosure. Referring now to FIGS. 1 and 2, one
embodiment of a horizontal particulate matter scrubbing sys-
tem is illustrated. In the illustrated embodiment, the horizon-
tal particulate matter scrubbing system 1 includes a horizon-
tally disposed housing 10 comprising a waste gas inlet 12 for
receiving a particulate-containing gas stream 24, and a treated
gas outlet 14 for discharging a treated gas stream 26. In the
illustrated embodiment, a gas stream GS flows from the waste
gas inlet 12, through the horizontally disposed housing 10,
and exits via the treated gas outlet 14. The horizontally dis-
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posed housing 10 further comprises a liquid inlet manifold 16
downstream of the waste gas inlet 12. The liquid inlet mani-
fold 16 comprises at least one inlet lance 17, each inlet lance
17 being at least partially hollow to facilitate liquid flow
therethrough. Each inlet lance has at least one nozzle 18
coupled thereto, and sometimes a plurality of nozzles 18
(“nozzle(s)”) coupled thereto. The plurality of nozzle(s) 18
are oriented within the horizontally disposed housing 10 so as
to facilitate spraying of liquid droplets co-current to the flow
of the gas stream GS. In this regard, the nozzle(s) 18 are
fluidly interconnected to a liquid supply (not illustrated) via
the inlet lances 17 of the liquid inlet manifold 16. The hori-
zontally disposed housing 10 further includes a demister 20
downstream of the liquid inlet manifold 16. The demister 20
is adapted to remove liquid droplets from the gas stream GS
before the gas stream GS exits the horizontally disposed
housing 10 as treated gas stream 26 via the treated gas outlet
14. The removed liquid exits the horizontally disposed hous-
ing 10 via liquid outlets 22.

The horizontally disposed housing 10 is substantially free
of flow deflection members between the liquid inlet manifold
16 and the demister 20, thereby defining a substantially unre-
stricted particulate-liquid contacting zone 28. As described
below, when appropriate liquid droplets are used, substantial
removal of particulate matter from the gas stream GS may be
facilitated, and in the absence of flow deflection members.

As used herein, “particulate matter” means solid particles
having a diameter of from 0.1 micron to 30 microns. This
particulate matter may be any type of solid material that may
be removed from a gas stream, such as soot or mineral dust in
the waste gas stream of an aluminum smelting facility, indus-
trial steam boilers, or a steel manufacturing facility, among
other types of particulate matter. Particulate matter may be
removed from the gas stream GS, for example, via liquid
encapsulation of the particles and/or agglomeration of the
particles, causing them to drop out of the gas stream, such as
by gravity. Thus, the particulate matter may contact one or
more liquid droplets in the particulate-liquid contacting zone
28.

Liquid droplets suitable for removing particulate matter
from the gas stream GS include liquid droplets having a
volume median droplet diameter of from 240 microns to 600
microns. Droplet size may be function of nozzle type, pres-
sure of the liquid being supplied to the nozzle(s) 18, flow rate
of'the liquid being supplied to the nozzle(s) 18, and tempera-
ture of the liquid being supplied to the nozzle(s) 18, among
other things. Nozzles suitable for producing such liquid drop-
lets include models TF16, TF20, and TF24 nozzles (BETE
Fog Nozzle, Inc., 50 Greenfield Street, Greenfield, Mass.
01301), and nozzles available from Nels Consulting Services,
Inc., 40 Neilson Ave, St. Catharines, Ontario, L2M-7M9,
Canada, among others.

As used herein, “droplet diameter” is the diameter of a
liquid sphere having a volume equal to the volume of the
droplet. A droplet may not be perfectly spherical, but, for
purposes of this patent application, droplets will be described
in terms of spheres with which the droplets share at least one
property. Droplet diameter is measured at the point of ejection
of'the nozzle that produced the droplet. Droplet diameter may
be ascertained by, for example, data supplied by the manu-
facturer, or measurement via high speed photography in com-
bination with image processing, among others.

“DV0.X” is a droplet diameter wherein a “0.X” fraction of
the total liquid volume of a liquid is comprised of droplets
having droplet diameters smaller than or equal to the stated
value. For example, “DV0.9” is the droplet diameter when %10
(nine-tenths) of the total liquid volume of the liquid (i.e. 90
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vol. %) is comprised of droplets having droplet diameters
smaller than or equal to a stated value. As an example, in the
equation DV0.9=500 um, 90 vol. % of the liquid is comprised
of droplets having a droplet diameter smaller than or equal to
500 microns.

“Volume median droplet diameter,” also sometimes called
“DV0.5” herein, is the droplet diameter when V% (one-half) of
the total liquid volume of the liquid (i.e. 50 vol. %) is com-
prised of droplets having droplet diameters smaller than or
equal to the stated value. As an example, in the equation
DV0.5=400 tam, 50 vol. % of the liquid is comprised of
droplets having a droplet diameter smaller than or equal to
400 microns.

As noted above, the liquid droplets may have a volume
median droplet diameter of from 240 microns to 600 microns,
depending on the size of the particulate matter. In one
embodiment, the liquid droplets produced by the nozzle(s) 18
may have a volume median droplet diameter of not greater
than 575 microns. In other embodiments, the liquid droplets
may have a volume median droplet diameter of not greater
than 550 microns, or not greater than 525 microns, or not
greater than 500 microns, or not greater than 475 microns, or
not greater than 450 microns, or less. in one embodiment, the
liquid droplets may have a volume median droplet diameter
of at least 250 microns. In other embodiments, the liquid
droplets may have a volume median droplet diameter of at
least 260 microns, or at least 270 microns, or at least 280
microns, or at least 290 microns, or at least 300 microns, or
more, depending on particulate matter size.

In one embodiment, the liquid droplets may have a DV0.9
of not greater than 950 microns, in other embodiments, the
liquid droplets may have a DV0.9 of not greater than 850
microns, or not greater than 750 microns, or not greater than
650 microns, or not greater than 550 microns, or not greater
than 450 microns, or less.

In one embodiment, the liquid droplets may have a DV0.1
of at least 100 microns. In other embodiments, the liquid
droplets may have a DV0.1 of at least 120 microns, or at least
140 microns, or at least 160 microns, or at least 180 microns,
or at least 200 microns, or more.

As noted above, the liquid droplets facilitate removal of
particulate matter from the gas stream GS. In one embodi-
ment, at least 50 wt. % of PM 10 particulate matter is removed.
As used herein, “PM 10 particulate matter” means particulate
matter having an aerodynamic diameter less than or equal to
a nominal 10 microns (micrometers) as defined by 40 CFR
§53.1 (Oct. 17,2006). In other embodiments, at least 60 wt. %
of PM10, or at least 70 wt. % of PM10 particulate matter, or
atleast 80 wt. % of PM 10 particulate matter, or at least 90 wt.
% of PM10 particulate matter, or more, is removed from the
gas stream GS.

In one embodiment, at least 50 wt. % of PM2.5 particulate
matter is removed. As used herein, “PM2.5 particulate mat-
ter” means particulate matter having an aerodynamic diam-
eter less than or equal to a nominal 2.5 microns (micrometers)
as defined by 40 CFR §53.1 (Oct. 17,2006). In other embodi-
ments, at least 60 wt. % of PM2.5 particulate matter, or at least
70 wt. % of PM2.5 particulate matter, or more, is removed
from the gas stream GS.

The concentration of PM10 and/or PM2.5 particulate mat-
ter in the particulate-containing gas stream 24 may be related
to the performance of the system 1. In one embodiment, the
concentration of PM10 in the particulate-containing gas
stream 24 is at least 0.3 mg/m>. In other embodiments, the
concentration of PM2.5 in the particulate-containing gas
stream 24 is at least 0.5 mg/m>, or at least 0.7 mg/m?, or at
least 0.9 mg/m>, or at least 1.1 mg/m®, or more.
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In one embodiment, the concentration of PM2.5 in the
particulate-containing gas stream 24 is at least 0.1 mg/m?. In
other embodiments, the concentration of PM2.5 in the par-
ticulate-containing gas stream 24 is at least 0.2 mg/m>, or at
least 0.3 mg/m?>, or at least 0.4 mg/m>, or at least 0.5 mg/m®,
or at least 0.6 mg/m>, or at least 0.7 mg/m>, or at least 0.8
mg/m>, or at least 0.9 mg/m?>, or at least 1.0 mg/m>, or at least
1.1 mg/m>, or more.

Particulate matter removal efficiency may be related to the
average velocity of the gas stream GS. Average velocity of the
gas stream GS is measured proximal the waste gas inlet 12
and upstream of'the liquid inlet manifold 16. Average velocity
is determined using Method 2 of 40 CFR §60 APPENDIX A
(Jul. 1, 2011). Gas stream velocities suitable for removing
particulate matter from the gas stream include average veloci-
ties of from 15 feet per second (fps) to 40 fps. In one embodi-
ment, the gas stream may have an average velocity of not
greater than 38 fps. In other embodiments, the gas stream may
have an average velocity of not greater than 36, or not greater
than 34 fps, or not greater than 32 fps, or not greater than 30
fps, or less. In one embodiment, the gas stream may have an
average velocity of at least 17 fps. In other embodiments, the
gas stream may have an average velocity of at least 19 fps, or
at least 21 fps, or at least 23 fps, or at least 25 fps, or more.

The substantially unrestricted particulate-liquid contacting
zone 28 may facilitate low pressure drop across the horizon-
tally disposed housing 10. In one embodiment, the pressure
drop may be not greater than 4 inches of H,O. In other
embodiments, the pressure drop is not greater than 3.5 inches
of H,O, or not greater than 3.0 inches of H,O, or not greater
than 2.5 inches of H,O, or not greater than 2.0 inches of H,O
or not greater than 1.5 inches of H,O.

As noted, droplet size may be related to the pressure of the
liquid being supplied to the nozzle(s) 18. The pressure of the
liquid being supplied to the nozzles (“liquid pressure™) is
measured within the liquid inlet manifold and proximal the
inlet to the nozzle(s) 18. Suitable liquid droplets may be
produced using liquid pressures of from 30 psig to 80 psig. In
one embodiment, the liquid pressure is not greater than 75
psig. In other embodiments, the liquid pressure is not greater
than 70 psig, or not greater than 65 psig, or less. In one
embodiment, the liquid pressure is at least 35 psig. In other
embodiments, the liquid pressure is at least 40 psig, or at least
45 psig, or at least 50 psig, or more.

The nozzle(s) 18 are operable to inject liquid droplets into
the housing 10 co-current to the gas stream GS. Thus, the
nozzle(s) 18 are generally configured with their ejection end
disposed towards the demister 20. The nozzle(s) 18 are gen-
erally operable to produce the liquid droplets from the liquid.
The nozzle(s) 18 may be adapted to spray the liquid droplets
in any suitable spray pattern within the housing. It is generally
desirable for the nozzle(s) 18 to produce a spray pattern that
substantially covers a cross-sectional area of the horizontally
disposed housing 10. Thus, the nozzle(s) 18 may employ a
full cone spray pattern, a hollow cone spray pattern, or any
combination thereof. In one embodiment, the nozzle(s) 18
employ a hollow cone spray pattern.

The relative distance between each of the nozzle(s) 18 may
be tailored so that the spray pattern from one nozzle overlaps
with the spray pattern of one or more adjacent nozzle(s) 18.
Hence, the spray pattern may substantially cover the cross-
sectional area of the horizontally disposed housing 10. The
momentum of the liquid droplets in the spray pattern may be
tailored so that appreciable amounts of the liquid droplets
remain airborne across a substantial length of the particulate-
liquid contacting zone 28. Thus, the spray pattern may sub-
stantially cover the cross-sectional area of the horizontally
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disposed housing 10 and over a substantial length of the
particulate-liquid contacting zone 28, thereby providing inti-
mate contact between the particulate matter and the liquid
droplets in the particulate-liquid contacting zone 28. Such
intimate contact may facilitate liquid encapsulation of the
individual particles of the particulate matter and/or agglom-
eration of the particles. In turn, high particulate matter
removal rates may be realized.

Any number of nozzle(s) 18 with any number of spray
patterns and/or DVO0.5 droplet size capability (among others),
and in any combination may be utilized with the liquid inlet
manifold 16 to facilitate production of appropriate liquid
droplet sizes and coverage of the cross-sectional area of the
horizontally disposed housing 10. By way of primary illus-
tration, the nozzle(s) 18 may all comprise the same droplet
capability (e.g., the same spray pattern capability, momentum
production capability, and/or DV0.5 droplet size capability).
By way of secondary illustration, a first set of nozzle(s) may
comprise a first droplet capability (e.g., a first spray pattern, a
first momentum production capability and/or a DVO0.5 first
droplet size capability), and a second set of nozzle(s) may
comprise a second droplet capability (e.g., a second spray
pattern, a second momentum production capability and/or a
second DVO0.5 droplet size capability). In turn, other addi-
tional nozzle sets (e.g., third, fourth, etc.) may be utilized.
Furthermore, any number of nozzles may be utilized per lance
17 of the liquid inlet manifold 16. In the illustrated embodi-
ment, three nozzles 18 per lance 17 of the liquid inlet mani-
fold 16 are utilized. However, other configurations may be
utilized. Furthermore, adjacent nozzle(s) 18 may be similarly
oriented in the up, down and/or side-to-side directions (e.g.,
sharing the same vertical and/or horizontal plane), as illus-
trated, or adjacent nozzle(s) 18 may be offset relative to one or
more other nozzle(s) 18.

In general, the nozzle(s) 18 should be arranged to lower or
restrict the amount of liquid droplets that contact the walls of
the housing 10, in this regard, the housing 10 and/or nozzle(s)
18 should generally be sized to lower or restrict the amount of
liquid droplets contacting its walls. In any event, the cross-
sectional area should not be so large that the footprint of the
housing 10 is excessive.

As noted, the horizontally disposed housing 10 is substan-
tially free of flow deflection members between the liquid inlet
manifold 16 and demister 20, which defines a substantially
unrestricted particulate-liquid contacting zone 28. The length
of the particulate-liquid contacting zone 28 is application
dependent, and may be a function of, for example, the flow
rate of the gas stream GS through the housing, the particulate
matter concentration in the particulate-containing gas stream
24, and/or the cross-sectional area of the housing 10, to name
a few. Generally, the length of the particulate-liquid contact-
ing zone 28 should be long enough to facilitate sufficient
interaction between the particulate matter and the liquid drop-
lets so that suitable particulate matter removal rates are facili-
tated (e.g., removal of at least about 50 wt. % PM10 particu-
late matter), but with restricted pressure drop.

The demister 20 may be any suitable liquid removal appa-
ratus capable of removing at least 90 wt. % of the liquid
droplets from the gas stream GS. In some embodiments, the
demister may remove at least 92 wt, %, or at least 94 wt. %, or
at least 96 wt. %, or at least 98 wt. %, or at least 99 wt. % of
the liquid droplets in the gas stream GS. Optionally, the
demister 20 may include a plurality of demisters (e.g., a first
demister and a second demister downstream of the first
demister).

The above PM10 particulate matter and/or PM2.5 particu-
late matter removal rates may be achieved with relatively
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small L/G ratios. As used herein, [/G means the average
gallons per minute of liquid flow (“U”) into the liquid inlet
manifold 16, as measured proximal the inlet to the liquid inlet
manifold 16, per 1000 actual cubic feet per minute (ACFM)
of'water saturated gas stream flow of the gas stream (G"). “G”
may be measured directly or may be calculated, for example,
by measuring the total flow rate of the gas stream proximal the
waste gas inlet 12 and adjusting for evaporation of water and
temperature reduction. In one embodiment, the [/G ratio is
not greater than 20. In other embodiments, the L/G ratio is not
greater than 18, or not greater than 16, or not greater than 14,
or not greater than 12.

The horizontal particulate matter scrubbing system 1 may
be utilized in a variety of applications. In one embodiment,
the horizontal particulate matter scrubbing system 1 is
employed in an in-duct setting, where the waste gas inlet 12
and treated gas outlet are directly interconnected to a waste
gas duct of an industrial facility. One embodiment of such a
configuration is illustrated in FIG. 3. In the illustrated
embodiment, a particulate-containing gas stream 24 from an
industrial facility (not illustrated) exits such industrial facility
via ductwork 50. The horizontal particulate matter scrubbing
system 1 is fluidly interconnected to the ductwork 50 via
piping 51 and gas inlet 12. As described above, such particu-
late-containing gas stream 24 may be treated via the horizon-
tal particulate matter scrubbing system 1, and treated gas 26
may be exhausted via the treated gas outlet 14. In this regard,
the system 1 may include one or more transition zones (de-
scribed above) to obtain suitable gas stream flow rates and/or
may include suitable demisters. In turn, the treated gas outlet
14 may be fluidly interconnected with exhaust ductwork 54
via piping 53. Such treated gas 26 may be exhausted to the
atmosphere. Hence, in one embodiment, ductwork 50 and
exhaust ductwork 54 are preexisting prior to installation of
the horizontal particulate matter scrubbing system 1, and a
channel 52 interconnecting ductwork 50 and exhaust duct-
work 54 may be removed to facilitate incorporation of the
horizontal particulate matter scrubbing system 1. Thus, in
some embodiments, the horizontal particulate matter scrub-
bing system 1 may be added to existing facilities with rela-
tively minor adjustments to existing waste gas treatment sys-
tems. In other embodiments, the horizontal particulate matter
scrubbing system is used in non-retrofit applications, such as
newly constructed particulate matter scrubbers.

The temperature and humidity of the incoming particulate-
containing gas stream 24 may affect the performance of the
system 1. In one embodiment, a cooling water spray upstream
of the liquid inlet manifold 16 is used to at least partially
humidify and/or cool the particulate-containing gas stream
24, sometimes referred to herein as pre-humidification. For
example, and with reference to FIG. 1, the horizontal particu-
late matter scrubbing system 1 may optionally comprise a
cooling spray 40 disposed upstream of the liquid inlet mani-
fold 16 for spraying water (or other suitable cooling medium)
into the entering particulate-containing gas stream 24 for
cooling such particulate-containing gas stream 24. The cool-
ing spray 40 may spray cooling water in a countercurrent or
co-current fashion relative to the particulate-containing gas
stream 24 to facilitate such cooling. The volumetric flow rate
of such cooling liquid spray is generally application depen-
dent. In some embodiments, using pre-humidification may
allow the system 1 to operate at lower /G ratios while still
achieving suitable particulate matter removal rates.

Example

A horizontal particulate matter scrubbing system similar to
the one illustrated in FIG. 1 was produced. A particulate-
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containing gas stream was introduced into the scrubbing sys-
tem (the gas stream had a temperature of about 250° F.). The
particulate matter type was MICROTALC having the follow-
ing size distribution properties:

D10 (volume basis)=1.69 microns

D50 (volume basis)=4.89 microns

D90 (volume basis)=10.38 microns

19.0 vol. %<2.5 microns

88.5 vol. %<10 microns
The gas stream velocity, inlet gas particulate matter concen-
tration, and volume median droplet diameter (DV0.5) were
varied. The average velocity of the gas stream was measured
using an S type pitot tube. The temperature of the gas stream
was measured using a plurality of K type thermocouples. The
liquid pressure was measured using an oil-filled Bourdon
tube pressure gauge. As illustrated in FIG. 4, in each run, the
system achieved at least 87% PM10 removal efficiency. Fur-
thermore, in the two runs in which PM2.5 removal rate data
was collected (Runs A and B), the system achieved at least
63% PM2.5 removal efficiency.

While various embodiments of the new technology
described herein have been described in detail, it is apparent
that modifications and adaptations of those embodiments will
occur to those skilled in the art. However, it is to be expressly
understood that such modifications and adaptations are
within the spirit and scope of the presently disclosed technol-

ogy.

What is claimed is:

1. A system comprising:

(a) a horizontally disposed housing having:

(1) a waste gas inlet for receiving a particulate-contain-
ing gas stream;

wherein the particulate-containing gas stream has a con-
centration of at least 0.3 mg/m3 of PM2.5 particulate
matter-as it enters the waste gas inlet; and

(ii) a treated gas outlet for discharging a treated gas
stream;

(b) aliquid inlet manifold disposed within the horizontally
disposed housing, the liquid inlet manifold comprising a
plurality of nozzles;

(1) wherein the liquid inlet manifold is adapted to supply
a liquid to the plurality of nozzles;
(i1) wherein the plurality of nozzles are adapted to:
(A) produce liquid droplets having a volume median
droplet diameter (DV0.5) of from 240 microns to
600 microns; and
(B) spray the liquid droplets co-current to the flow of
the gas stream; and

(c) a demister located proximal the treated gas outlet,
wherein the horizontally disposed housing is substan-
tially free of flow deflection members between the liquid
inlet manifold and the demister.

2. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DVO0.5) of not greater than 550
microns.

3. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DVO0.5) of not greater than 525
microns.

4. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DVO0.5) of not greater than 500
microns.
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5. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DVO0.5) of not greater than 475
microns.

6. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DVO0.5) of not greater than 450
microns.

7. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 250 microns.

8. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 260 microns.

9. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 270 microns.

10. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 280 microns.

11. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 290 microns.

12. The system of claim 1, wherein the plurality of nozzles
are configured to produce liquid droplets having a volume
median droplet diameter (DV0.5) of at least 300 microns.

13. The system of claim 1, wherein the liquid in the liquid
inlet manifold is supplied to the plurality of nozzles at a
pressure of from 30 psig to 80 psig.

14. The system of claim 1, wherein the gas stream enters
the waste gas inlet at an average velocity of from 15 feet-per-
second (fps) to 40 fps.
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15. The system of claim 1, wherein the treated gas stream
contains at least 50 wt. % less PM2.5 particulate matter than
the particulate-containing gas stream.

16. The system of claim 1, wherein the treated gas stream
contains at least 60 wt. % less PM2.5 particulate matter than
the particulate-containing gas stream.

17. The system of claim 1, wherein the treated gas stream
contains at least 70 wt, % less PM2.5 particulate matter than
the particulate-containing gas stream.

18. The system of claim 1, wherein the particulate-contain-
ing gas stream has at least 0.7 mg/m3 of PM10 particulate
matter as it enters the waste gas inlet, and wherein the treated
gas stream contains at least 60 wt. % less PM10 particulate
matter than the particulate-containing gas stream.

19. The system of claim 18, wherein the treated gas stream
contains at least 70 wt. % less PM 10 particulate matter than
the particulate-containing gas stream.

20. The system of claim 1, wherein a horizontal particulate
matter scrubbing apparatus comprises the horizontally dis-
posed housing, the liquid inlet manifold, and the demister;

wherein the system further comprises:

an industrial facility, wherein the industrial facility com-
prises ductwork, wherein the ductwork is fluidly
interconnected to the waste gas inlet of the horizon-
tally disposed housing;

wherein the industrial facility discharges the particulate
containing gas stream to the waste gas inlet of the
horizontal particulate matter scrubbing apparatus;
and

wherein the particulate containing gas has a concentra-
tion of at least 0.7 mg/m> of PM10 particulate matter
and at least 0.3 mg/m3 of PM2.5 particulate matter.
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